INTERCONNECTION APPLICATION

10kW and Less


Complete Application
An application will be considered complete when the following items have been received by the EDC (in accordance with section 3.4): 


1. Complete signed and dated application 

2. Processing Fee

3. One line electrical schematic

4. Site plan

5. Original liability insurance accord form 

6. Technical specification documents
Additional information to evaluate the Application may be required.
Processing Fee

A non-refundable processing fee of $100 must accompany this Application.

Insurance

Customers interconnecting a Generating Facility to the EPS of the EDC shall maintain liability insurance in the amount of $300,000.00, per interconnection.  If the Site Owner or the generator operator is a different party than the Customer, they shall also maintain liability insurance in this amount. 

Interconnection Customer 

Name:      
Contact Person:      
Address:      
City:        State:        Zip:      
Telephone (Day):        
(Evening):      
Fax:        
E-Mail Address:      
Contact (if different from Interconnection Customer i.e. Developer)

Name:      
Address:      
City:        State:        Zip:      
Telephone (Day):        (Evening):      
Fax:        E-Mail Address:      
Ownership Information (Owner of the facility, include percent ownership by any third party):      
Certified Inverter-Based Generating Facility – Point of Interconnection

Location:      
Electric Distribution Company (EDC):      
Account Number:      
Meter Number:      
Is this a new service:   FORMCHECKBOX 
 Yes
 FORMCHECKBOX 
 No

Is the Interconnection Request for:

A retail customer interconnecting a new Certified Inverter-Based Generating Facility that will produce electric energy to be consumed only on the retail customer’s site?


 FORMCHECKBOX 
 Yes
 FORMCHECKBOX 
 No

A Generating facility where 100% of the excess output will be sold to its host utility? 
 FORMCHECKBOX 
 Yes
 FORMCHECKBOX 
 No


An Interconnection Customer interconnecting a new Certified Inverter-Based Generating Facility that plans to participate in the wholesale markets? 
 FORMCHECKBOX 
 Yes
 FORMCHECKBOX 
 No

Inverter Manufacturer:        
Model:      
Nameplate Rating: 
      (kW) 
      (kVA)
      (AC Volts)

Single Phase:       Three Phase
:      
System Design Capacity:       (kW):       (kVA):      
Prime Mover:



 FORMCHECKBOX 
 Photovoltaic 
 FORMCHECKBOX 
 Reciprocating Engine
 FORMCHECKBOX 
 Fuel Cell  

 FORMCHECKBOX 
 Turbine 

 FORMCHECKBOX 
 Other:       
Energy Source:  

 FORMCHECKBOX 
 Solar 

 FORMCHECKBOX 
 Wind 

 FORMCHECKBOX 
 Hydro 

 FORMCHECKBOX 
 Diesel 

 FORMCHECKBOX 
 Natural Gas 


 FORMCHECKBOX 
 Fuel Oil 

 FORMCHECKBOX 
 Other (describe):       
Is the equipment UL1741 Listed?   FORMCHECKBOX 
 Yes
 FORMCHECKBOX 
 No 

If yes, attach manufacturer’s document showing UL-1741 listing.

Estimated Installation Date:       Estimated In-Service Date:       

The Inverter Process is available only for inverter-based Generating Facilities no larger than 10 kW that meet the codes, standards, and certification requirements to UL 1741 as outlined in these Guidelines.

Interconnection Customer Signature 
I hereby certify that, to the best of my knowledge, the information provided in this Application is true.  I agree and accept all terms and conditions for Interconnection and agree to abide by the “Guidelines for Certified Inverter Based Generating Facility, 10 kW and less” to interconnect a Certified Inverter-Based Generating Facility and return the Certificate of Completion when the Certified Inverter-Based Generating Facility has been installed.

Signed:       
Print Name:         
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